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СРАВНИТЕЛЬНЫЙ АНАЛИЗ СХЕМ
ЛАЗЕРНОГО ЗОНДИРОВАНИЯ ДЛЯ ЗАДАЧИ
КОНТРОЛЯ КОНЦЕНТРАЦИИ ТОКСИЧНЫХ
ВЕЩЕCТВ В АТМОСФЕРЕ

Рассмотрена задача контроля содержания в атмосфере
вредной газовой примеси — несимметричного диметилгидра-
зина. Проведен сравнительный анализ схем лазерного зонди-
рования, основанных на использовании метода дифференци-
ального поглощения. Показано, что при использовании схемы
измерения с диффузным отражателем лидар в средних ат-
мосферных условиях обнаруживает на расстоянии несколь-
ких километров минимальные концентрации несимметрично-
го диметилгидразина, составляющие десятые доли ПДК.

Comparative Analysis of Laser Monitoring Schemes for Problems
to Check Atmosphere for Concentration of Toxicants / V.A. Gorodni-
chev // Vestnik MGTU. Priborostroenie. 2001. No. 4. P. 24–32.

A problem to check atmosphere for availability of the detrimental gas
agent – unsymmetrical dimethylhydrazine is discussed. The comparative
analysis of laser monitoring schemes based on the method of differential
absorption is performed. Given the application of measuring scheme
with the diffusion reflector, the lidar is shown to detect under average
atmospheric conditions the minimal concentrations of unsymmetrical
dimethylhydrazine (tenth fractions of “PDK”) within the range of some
kilometers. Refs.10. Tabs.2.
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