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Исследован дистанционный метод измерения толщины пле-
нок нефтепродуктов на водной поверхности, основанный на
использовании лазерного источника с перестраиваемой дли-
ной волны излучения. Показано, что использование алгорит-
ма, основанного на аппроксимации измеренной зависимости
интенсивности отраженного сигнала от длины волны излу-
чения известной функцией и поиске параметров аппрокси-
мации для наилучшего соответствия экспериментальных ре-
зультатов аппроксимирующей функции, позволяет с высокой
точностью восстанавливать толщину тонких пленок нефти
на водной поверхности.

Laser Method of Remote Monitoring of Thin Film Density of Oil
Products at Water Surface / M.L. Belov, S.V. Berezin, V.A. Gorodnichev,
V.I. Kozintsev // Vestnik MGTU. Priborostroenie. 2002. № 4. P. 36–42.

A remote method to measure the density of oil films on the water surface
is studied. The method operates the tunable laser radiation source and
uses an algorithm based on the approximation of dependence of measured
echo intensity on the radiation wave length by a known function with the
search of approximation parameters to achieve the best match between the
measurements and approximation function. It is shown that the algorithm
application allows reconstructing density of thin oil films on the water
surface with a high precision. Refs.7. Figs.2. Tabs.1.
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